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Geisl inger Coupl ing

Torsional  elast ic high
damping steel  spr ing coupl ing
with extremely long service l i fe.

Drehelast ische, hoch dŠmpfende 
Stahl federkupplung mit  
hšchster  Lebensdauer.

Camshaft coupling
Nockenwellenkupplung

Hardened, well lubricated surfaces
GehŠrtete und geschmierte
KontaktflŠchen

Fatigue-resistant springs
Dauerfeste Federn

Tailor-made coupling for each 
application
Ma§geschneiderte Kupplung fŸr
jede Anwendung

Descr ip t ion
The coupling consists of primary and secondary sections. Between
these, groups of leaf spring packs are arranged, which are clamped 
at their outer ends.
These spring packs Ð together with the primary and secondary sec-
tions Ð form chambers, which are Þlled with pressurized engine oil.
If the exterior section vibrates in relation to the inner section, the
leaf springs are bent and force oil from one chamber to another,
retarding the relative movement of the two parts and thus damp-
ing torsional vibration.
Elasticity is determined by careful selection of the leaf springs and
the damping factor by the gap between primary and secondary
sections.

Appl icat ion
For displacing torsionally critical speeds and damping of unavoid-
able torsional vibration in all types and sizes of machines but in 
particular diesel and gas engines.This coupling can ideally be com-
bined with other Geislinger Flexlink or Gesilco couplings.

Genera l  data
Transmitted Torque 1 Ð 6520 kNm.
Angle of torque at nominal torque 50 Ð 300 mrad.

Damping factor =                                    = 0.2 Ð 0.7

Maximum ambient temperature 140 C.
Virtually no speed limit.

Advantages
Most cost-effective coupling due to GeislingerÕs torsional 
vibration calculation software
Provides exact calculation by maintaining spring
characteristics and damping data
Compact size and lightweight
Exceptionally long service life and no aging
Long inspection intervals and low maintenance cost
High permissible speed
Geislinger quality
Worldwide Geislinger After Sales Service 

damping torque

elastic torque

Beschre ibung
Die Kupplung besteht aus einem PrimŠr- und einem SekundŠrteil.
Zwischen beiden sind Blattfederpakete angeordnet, welche an
ihren Šu§eren Enden eingespannt sind. Die Federpakete bilden
zusammen mit dem PrimŠr- und SekundŠrteil Kammern,die mit …l
gefŸllt sind. Schwingt der Au§enteil gegenŸber dem Innenteil, so
wird infolge der Durchbiegung der Blattfedern …l von einer
Kammer in die andere verdrŠngt, wodurch die Relativbewegungen
der beiden Teile gebremst und die Drehschwingungen gedŠmpft
werden.
Die ElastizitŠtsabstimmung erfolgt durch geeignete Wahl der
FederblŠtter, die DŠmpfungsabstimmung durch geeignete Wahl
der Spalte zwischen PrimŠr- und SekundŠrteil.

Anwendung
Zur Verlagerung von torsionskritischen Drehzahlen und DŠmpfung
unvermeidbarer Drehschwingungen fŸr Maschinen jeder Art, insbe-
sondere jedoch Diesel- und Gasmotoren. Diese Kupplung kann mit
der Geislinger Flexlink- oder Gesilco-Kupplung kombiniert werden.

Al lgemeine Daten
†bertragbares Drehmoment 1 Ð 6520 kNm.
Verdrehwinkel bei Nenndrehmoment 50 Ð 300 mrad.

DŠmpfungsfaktor =                                           = 0,2 Ð 0,7

ZulŠssige maximale Umgebungstemperatur 140 ¡C.
Praktisch keine DrehzahlbeschrŠnkung.

Vor te i le
Auswahl der kostengŸnstigsten Kupplung durch Geislinger
Drehschwingungsberechnung 
Exakte Berechnung durch genaue Kenntnis der SteiÞgkeit und
DŠmpfung
Kompakte Bauweise und geringes Gewicht
Hšchste Lebensdauer und keine Alterung 
Lange Inspektionsintervalle und geringe Wartung
Hohe zulŠssige Drehzahl
Geislinger QualitŠt
Weltweites Geislinger After Sales Service

dŠmpfendes Moment

elastisches Moment
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