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Gesi lco Composhaf t

This latest coupl ing design provides
highest misal ignment capabi l i t ies and
lowest weight as wel l  as smal lest  s ize.

Diese neue Kupplungsbauform bietet
hšchste Ver lagerungsfŠhigkei t  bei
n iedr igstem Gewicht  und k le inster
Baugrš§e.

Geisl inger Gesi lco
Advanced composite coupl ings
and shaf ts for a wide range of
appl icat ions.

Geisl inger Gesi lco

Kupplungen und Wel len aus
Faserverbund fŸr v ie lsei t ige
Anwendungen.

Descr ip t ion
Gesilco products are manufactured from advanced composites. The
Gesilco designs follow a modular system, speciÞcally tailored to the cus-
tomerÕs requirements concerning transmitted power and length. Due to
the directional nature of these materials, bending stiffness and torsional
stiffness can be adjusted over a wide range.
The corrugated contour of the Gesilco Butterßy,Classic and Composhaft
Coupling membrane provides low reaction forces under high angular and
axial deßection,while maintaining torsional rigidity.Uniform (homokinetic)
torque transmission enables high-speed operation while maintaining axial
stability. Another mechanical property of the composite structure is a high
level of sound attenuation. The Gesilco Discconsists of two ßat membra-
nes with ßanges. The composite material of the Gesilco Disc makes the
coupling electrically non-conductive which eliminates any potential galva-
nic and electrical corrosion problems. The Gesilco Disc allows for uniform
transmission of severe vibratory torques and radial forces at high speeds.
The Gesilco Shaftline is made of either a glass or carbon Þlament wound
tube, connected to ßanges made of steel or aluminium.The ßange to tube
connections are made by mechanical load transfer (i.e. bolted or press 
Þtted joints) ensuring highest safety factors.

Appl icat ion
Gesilco Couplings and Shaftlines can be installed between the engine and
gearbox or between the gearbox and water-jet/propeller. The most ideal
application for Gesilco Couplings and Shaftlines are high-speed marine 
vessels.
The Gesilco Disc was especially developed for the transmission of high
vibratory torques and radial forces (providing rotor support).

Genera l  data
The torque range of the Gesilco Couplings and Disc is up to 300 kNm.
The maximum torque rating of the Gesilco Shaft is 700 kNm.
Outer membrane diameters of Gesilco Couplings range from 300mm Ð
1500mm. Gesilco Shaft diameters range from 200mm Ð 600mm.
Gesilco products can be custom made to accommodate the
customers« torsional, packaging space, and connection requirements.
Angular misalignment capacity can be as high as six degrees (104 mrad)
per Gesilco Coupling membrane.
The maximum torsional vibratory torque of the Gesilco Disc can be
specifically designed to customers« requirements.
The maximum allowed operating temperature for Gesilco products is
100 C.

Advantages
Longest service life due to advanced composite materials
Compact design and exceptionally low weight
Easy installation
Maintenance free
Corrosion free
High misalignment capacity with minimal reaction forces
Unaffected by heat and oil
High permissible speeds
Non-conductive and non-magnetic
A high degree of sound attenuation
Gesilco Shafts can cover longer distances between support bearings
Low thermal expansion
Geislinger Quality Assurance
Worldwide Geislinger After Sales Service

Gesilco Butterfly coupling
Gesilco Butterfly Kupplung

Gesilco Classic coupling
Gesilco Classic Kupplung

Geislinger Gesilco Disc
Geislinger Gesilco Disc

Gesilco shafts in assembly shop
Gesilco Wellen in Montagehalle

Beschre ibung
Gesilco Produkte bestehen aus Hochleistungs-Faserverbundwerkstoffen.
Sie sind modular aufgebaut und werden der notwendigen LŠnge und
Leistung angepasst, wobei Beuge- und Drehsteifigkeit variiert werden
kšnnen.
Unter Beugung bzw. Axialverlagerung weist die gewellte Kupplungs-
membran der Gesilco Kupplung geringe RŸckstellkrŠfte und praktisch
keine ProgressivitŠt auf. Die Gesilco Discist eine Flachmembrankupp-
lung mit zwei hintereinander geschalteten, elektrisch nicht leitenden
Membranen und Krafteinleitungsbereichen. Durch die Gestaltung der
Kupplung als Flachmembran ist diese hervorragend fŸr die †bertragung
von sehr hohen Torsionswechselmomenten und hohen Radiallasten
geeignet. Sowohl bei der Gesilco Kupplung als auch bei der Gesilco Disc
erfolgt die †bertragung der Drehbewegung homokinetisch und die sta-
bile Nulllage der Membran erlaubt hohe Drehzahlen.
Gesilco Wellen bestehen aus gewickelten Faserverbundrohren mit
Krafteinleitungen aus Stahl oder Aluminium. FŸr die Krafteinleitung von
den Flanschen in die Faserverbundwelle werden ausschlie§lich mechani-
sche Verbindungstypen wie Bolzenverbindung oder Pressverband ver-
wendet, was hohe Betriebssicherheit zur Folge hat.

Anwendung
Gesilco Produkte wurden vor allem fŸr schnelle Schiffe entwickelt und 
kšnnen mit allen Geislinger Kupplungen kombiniert werden.
Sie verbinden elastisch aufgestellte Motoren und Getriebe mit Propellern
oder Waterjets.
Die Gesilco Disc wurde speziell fŸr hohe Torsionswechselmomente und
hohe Radiallasten (RotorabstŸtzung) entwickelt.

Al lgemeine Daten
Nenndrehmoment bei Kupplungen bis 300 kNm, bei Wellen bis 700
kNm.
Au§endurchmesser der Membranen von 300 bis 1.500 mm, der Wellen
von 200 bis 600 mm.
AnschlŸsse, Grš§e und ProduktlŠngen werden dem Kundenwunsch ent-
sprechend gefertigt.
Winkelige VerlagerungsfŠhigkeit pro Membran max. 6 Grad (104 mrad).
Einsatztemperatur bis 100 ¡C.
Maximales Torsionswechselmoment der Gesilco Disc gemŠ§ Kunden-
wunsch.

Vor te i le
Hšchste Lebensdauer durch Hochleistungsverbundwerkstoffe
Kompakte Bauweise und minimales Gewicht
Einfache Installation
Wartungsfrei
KorrosionsbestŠndig
Ausgleich hoher Verlagerungen bei kleinen ReaktionskrŠften
UnempÞndlich gegen hohe Temperaturen und …l
Hohe zulŠssige Drehzahl
Elektrisch nicht leitend und antimagnetisch
Schallisolierend
Grš§ere LagerabstŠnde bei Verwendung von Gesilco Wellen
Geringe WŠrmedehnung
Geislinger QualitŠt
Weltweites Geislinger After Sales Service
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